
Specification sheet
INPUTS

Aerial & terrestrial imagery from any manned or unmanned platform.

Camera type supported: Compact, DSLR, Thermal, Fisheye, 360°, Stereo, RTK/PPK Cameras.

Image format supported: JPG, JPEG, PNG, TIFF. 

Multiple camera support available in single project.

Extracts still frames automatically from MP4/AVI videos.

RTK/PPK + IMU support for faster, more accurate calibration.

Supports UTM, EPSG, Proj4, and WGS84 coordinate systems.

Automatic optimization of camera orientation using GPS and IMU data.

Import and edit Ground Control Points (GCPs) for higher accuracy.

PROCESSING

Automatic processing using standard/customized templates.

Self-calibration of camera parameters for optimal accuracy.

Performs automatic aerial triangulation and bundle adjustment.

Automatic rolling shutter correction, radiometric processing, brightness and colour correction supported. 

Accelerates processing with multi-core CPU and GPU support.

Single click generation of 2D orthomosaic maps, 3D textured mesh & Digital Elevation Models. 

Single click generation of project quality and accuracy reports.
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INTERACTIONS

Interactive visualization of 2D orthomosaic maps, 3D textured mesh & Digital Elevation Models.

Standard/Animated view angles for 3-click mouse, trackpads & touch screen UI.

Create and measure distance, height, slope & area.

Click and reach: Reach any point in the map with single click on captured images.

Create and export cinematic fly-through animations.

Merge multiple projects into one.

View and manage multiple projects simultaneously.

OUTPUT RESULTS

Export georeferenced 2D orthophoto maps (Formats: .tiff & .jpg).

Export georeferenced 3D textured meshes (Formats: .obj, .ply, .mtl, .glb).

Export DSMs and DTMs (Formats: .tiff & .jpg). 

Export project quality and accuracy reports. 

Export fly-through videos and flight paths.

Generate undistorted calibrated images automatically.

Upload outputs to AWS, Google Cloud, OneDrive, and more.

Export calibrated camera parameters.

MULTI-LINGUAL

Supports 10+ languages, including Hindi for defence users.
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